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THE NEXT MEETING June 25 AT

THE TABLE TENNIS CLUB
1407 E HARRY

VOLUME 16 ISSUE 5
Social Gathering @ 6:30 PM
Meeting Starts @ 7:00 PM
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From The Editor –

Ray Smith
This is the promised newsletter that didn’t get
out, for a variety of different reasons, for the
May 21 Meeting of the Guild. You will be
receiving a newsletter shortly before the June
Meeting.

Subject of the May 21 meeting –
Gary Vreeland

Dick Pearson, does some amazing scroll saw
work, which he has brought to meetings and is
featured on our web site. Dick will show us
how he designs, copies, transfers and his cutting
techniqueswhich produce high quality
workmanship. Don't miss this informative
presentation on scroll saw craftsmanship.

Gary

From the President’s Corner –
Les Hastings

Les was caught short by the change of meeting
date and didn’t have time to make an input prior

to the need date for the meeting notice. We’ll
get even with you next month Les- Ray

April 2007 SWWG meeting minutes -
Mike Hutton

Guests: Kevin Larcom
Jim Ramsey (KC Guild)
Jack Means
Ken Kessler
Kenny Hill

Old Business: For Toy program wheels and
axles, please get with Les Hastings for ordering.

Show & Tell:

Bernley Asel showed a mahogany and Corian
hall table. This table has a Corian top that is
bedded in black silicone.
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He also showed a curved top mahogany bench
that he built thru wedged tenon mortises before
gluing up the top.

He uses a finish of 1/3 tung oil, 1/3 boiled
linseed oil, and 1/3 varnish.

Dan Hagenbuch showed motorcycle scroll saw
puzzles that he cut with his Excalibur scroll saw
using #5 skip tooth blades.

Program:

Jim Ramsey from the Kansas City
Woodworker’s guild presented bent lamination
techniques.

Jim lays out his design curves on ¼ inch thick
MDF and cuts wide of the line and then sands
up to the line. Using four fingers together, you
can feel for fair curves far better than using just
a single finger. You can start building the
bending forms by using the template and a
router flush trim bit to follow the template. For
thick forms, place the “master” between near net
outer layers, glue and then again, route using the
flush trim bit. Waxing the forms is a must to
prevent the finished lamination from sticking to
the forms during glue up.

Cutting the stock for laminations must be done
with care, as the thin strips can be trapped
between the fence and the blade.

Use of a push stick with full contact with the
stock and end stops is mandatory. If you are
going to have tapered laminations, then you
should taper all of the pieces in the stack up
very slightly. A bicycle tire intertube wrapped
around the laminations can provide a three
dimensional clamping method.

Unibond 800 or Weldwood plastic resin glue is
the recommended glues for creep-free
laminations.

Epoxy can also be used, but is more expensive
and has some color in the glue up. Using these
types of glues, results in little or no springback.
The Unibond glue has a 6 month shelf life and is
approximately $30 / ½ gallon.


